
SPECIFICATION:

Features:
- 1/3" SONY Super HAD CCD
 - 50dB S/N ratio,0.28Lux,450TVL
 - Auto-Electronic Shutter
 - Back Light Compensation
 - Auto-tracking White Balance
 - Wide power adaptability
 - Adjusting back focus via moving CCD

 

Model TC-C566E

Signal System Pal

Picture Sevice 1/3" SONY Super HAD CCD

Iris Control self-adapting video/DC drive

Number of Pixel 320,000

Scanning System   2:1 interlaced,625 lines 

Video S/N 50dB(AGC,AES:OFF)

Vertical Phase Set N/A

AES                                      switchable ON:AES 1/50~1/100,000s/OFF:1/100s or 1/120s

ATW switchable ON: auto-track / OFF: WB lock 

Minimum Illumination 0.28Lux @ F1.2 

Horizontal Resolution    450 TVL

TC-566E

TELCA
®

Super dymamic Video camera

Video Process Circuit TEO Bio-ele image processTM

Video Output composite video signal:1.0V(p-p),75 ohms 

White Balance Set  manual push-lock

BLC                                      switchable ON: super dynamic active histogram BLC / OFF

Synchronization                                      internal lock

Operating emperature range

+10.0V~+28.0VDC/~15V—~28VAC +12.0VDC,24VAC±10%(rec)

Lens Mount    C/CS mount, by moving CCD

 

Power Requirement

Weight 

Dimension(W*H*L)mm 

Power consumption

-10℃ to +50℃ 0℃ to +40℃ (recommended)

59.0*56.8*120.0mm

330 g. 

2.4 Watts


